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Z6 SINGLE POLE TERMINAL BLOCKS
indirect clamping - nominal section 6 sqmm

3, 5, 6 and 10 way, single pole ter-
minal blocks for conductor section 
1 to 6 sqmm.
Self contained and robust, they 
are quick and easy to install for 
both industrial and domestic use.
The indirect clamping of the "ZE-
TApiù" terminal  blocks guarantees 
a low and stable contact resist-
ance. 
Indirect clamping eliminates dam-
age to the conductor strands.
The easy-entry receptacles also 
grant a fast and reliable insertion 
of the cable.

D= Version with clamp for DIN rail

Technical features:
• Self-extinguishing Polycarbonate body
• Tempered Steel clamps
• Electrolytically Tin plated Copper interconnections

The “Z...D” version has been de-
signed for mounting on DIN rails

Z6-3 Z6-5 Z6-6 Z6-10

Z16 SINGLE POLE TERMINAL BLOCKS
indirect clamping - nominal section 16 sqmm

3, 4, 5, 8 and 12 way, single pole 
terminal blocks.
Ideal for use as an equipotential 
bonding connector for both indus-
trial and domestic use.

D= Version with clamp for DIN rail

Z16-3 Z16-5NZ16-4 Z16-8 Z16-12
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SINGLE POLE TERMINAL BLOCKS
indirect clamping - nominal section 35 sqmm

Z35

3, 4 and 6 way, single pole terminal 
blocks. Ideal for use as an equipo-
tential bonding connector for both 
industrial and domestic use.

Z35-4Z35-3 Z35-6

D= Version with clamp for DIN rail

SINGLE POLE TERMINAL BLOCKS
indirect clamping - for earthing applications 

Z35
Z50

10, 11 and 26 way, single pole ter-
minal blocks.
Ideal for use as an equipotential 
bonding connector for both indus-
trial and domestic use.

D= Version with clamp for DIN rail

Z35T-11
Z35T-11D

Z35-26D

Z50-10D
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CONNECTING CAPACITY OF TERMINAL BLOCKS
indirect clamping

         

               

         

               

                

                  

                       

* A mixture of conductor sizes may be connected to the terminal block provided that the sum of their sections is less than the nominal section.
R = Rigid conductor        F = Flexible conductor
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CONNECTING CAPACITY OF TERMINAL BLOCKS
indirect clamping

                 

                 

            

      

         

             

* A mixture of conductor sizes may be connected to the terminal block provided that the sum of their sections is less than the nominal section.
R = Rigid conductor        F = Flexible conductor

MARKINGS

Italian Institute of the Quality Mark 
type approval

Lloyd’s Register Marine
type approval

Italian Naval Register 
type approval

**
EN60947-1: 2007+A1: 2011: 2014
and EN 60947-7-1: 2002 Norms

Conforms to:
Directive 2014/35/UE

EN 60998-1: 2004 and
EN 60998-2-1: 2004 Norms

Easy 
entry

Captive screws

Equipotential 
connecting 
plate
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Z-DP POWER DISTRIBUTION BLOCK
indirect clamping

100, 125 and 160A, 2–4 pole dis-
tribution blocks with 7, 14 and 12 
ways per pole respectively.
Accepting a wide cable CSA 
range (1 - 50 sqmm) and of  com-
pact size, Zetablocks are ideal for 
control cabinets and distribution 
panels.
The lateral arrangement of ter-
minals on upper and lower faces               
(Z35-DP14B one face only), simpli-

homogeneous cable routing to as-
sist subsequent wiring operations.
Easy entry apertures provide quick, 
effective cable insertion while the 
indirect clamping feature elimi-
nates damage to cable strands 
and assures a low, stable contact 
resistance.

Technical features: 
• Self extinguishing antishock Polycarbonate body
• Tempered Steel captive clamping screws and plates
• Electrolytically Tin plated Copper interconnectors

Z 50-DP12-160

Z 35-DP14-125

Z 35-DP14B-125

Z 25-DP7-100
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POWER DISTRIBUTION BLOCK
indirect clamping

Z-DP

CONNECTING CAPACITY OF POWER DISTRIBUTION BLOCK
indirect clamping

                  

                  

                  

F = Flexible conductor
MARKINGS

Italian Institute of the Quality Mark 
type approval

Conforms to:
Directive 2014/35/UE

EN 60947-7-1: 2009 Norms
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Z-1 ONE WAY TERMINAL BLOCKS
indirect clamping

One way, single pole terminal 
blocks for conductors sections 
from 0.5 to 35 sqmm.
Self contained and robust, they 
are ideal  for the fast and safe in-
stallation for industrial and domes-
tic applications.
The indirect clamping of the "ZETA-
mini" terminal  blocks guarantees a 
low and stable contact resistance. 
The easy-entry receptacle also 
grants a fast and reliable insertion 
of the cable.
Technical  features:

Z2.5-1 Z6-1 Z10-1 Z16-1 Z25-1 Z35-1

Easy entry Captive 
screw

Indirect 
clamping 
connecting 
plate

         

         

         

         

         

         

*A mixture of conductor sizes may be connected to the terminal block provided that the sum of their sections is less than twice the nominal section.
R = Rigid conductor        F = Flexible conductor

• Self-extinguishing Polycarbonate body
• Electrolytically Zinc plated, tempered 

Steel clamp and screw
• Electrolytically Tin plated Steel con-

nection plate

Conforms to:
Directive 2014/35/UE

EN 60998-1: 2004 and 
EN 60998-2-1: 2004  Norms
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TERMINAL BLOCK TYPE EKL EKL

Nominal voltage: 450 V
Ambient temperature: max 110°C

TERMINAL BLOCK TYPE ZS ZS

Material:
• insulating body in STEATITE
• screw in GALVANIZED STEEL
• BRASS clamp

Nominal voltage: 450 V
Operating temperature: 350°C

Type 12 Poles of Polyamide (PA6.6)

Type 12 Poles of Polypropylene (PP)

Material: 
• Block made of  chromium plat-

ed Brass  
• Screw made of chromium plat-

ed Steel
Variants upon request for version 
en Polyamide PA6.6
N° of poles from 1 to 11: 
• eplace reference 12 with n° of 

required poles
• Versions with protection plate:  

add reference  “DSN”

EKL4BESVCE
EKL0S
EKL1S
EKL2S
EKL3S

EKL0EPA12N
EKL1BEPA12N
EKL2EPA12N
EKL3EM4PA12N

      * Combination head screws

 EKL 0E PA XX XX

N° poles DSN
version with 
protective blade

Nominal voltage: 450 V
Ambient temperature: max 80°C

Nominal voltage: 750 V
Ambient temperature: max 80°C
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DB/1N UNIPOLAR DISTRIBUTION BLOCKS

 direct clamping

DBLOCK UNIPOLAR SERIES
• 80, 125, 160, 250, 400, 500 A dis-

tribution blocks 
• Versions available with 6, 7 or 11 

outputs (see table) 
• Wire entry facilitated by cham-

fered entry holes and clamping 
screws

• Terminals maintain excellent 
stability of the connection over 
time

• Connection can be expanded 
through dedicated unipolar 
jumpers (can be used for types 
DB125-7/1N and DB160-7/1N)

DB/2 BIPOLAR DISTRIBUTION BLOCKS
 direct clamping

DBLOCK BIPOLAR SERIES
• 40, 100, 125 A bipolar distribu-

tion blocks
• Versions available with 6, 

13, 14 or 15 outputs 
(see table)

• Wire entry facilitated by cham-
fered entry holes

• Terminals maintain excellent 
stability of the connection over 
time
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TETRAPOLAR DISTRIBUTION BLOCKS
 direct clamping

DB/4

DBLOCK TETRAPOLAR
• 40, 100, 125, 160 A distribution 

blocks
• Versions available with 6, 

13, 14 or 15 outputs  
(see table)

• Wire entry facilitated by cham-
fered entry holes

ACCESSORIES
neutral bars

DNB

• Terminals maintain 
excellent stability of 
the  connection 
over time

DJ160 unipolar jumper


